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Field Notes:

NE Corner Section 36-T1N-R3W

Found 5/8&" X 1 2/4" Rebar at surface over an NDOR Brass Cap 2"
deep. Found 1/2" X 18" Rebar 2" deep. Found 2/4" X 34" Bar 13"
deep. Found Limestone 0.60' North-south by 0.35' East-West 20"
deep. 5/8" Rebar and Brass Cap are 0.48' South and 0.25' West of
Stone. 1/2" Bar is 0.18' South and 0.25' West of Stone,. 374"
Bar is 0.12' South and 0.25' West of Stone. Lowered all metal to
20", Set Magnet on Stone. After construction, set 5/8" X 18"
Rebar to grade at surface of Asphalt with Aluminum Cap marked

THAYER COUNTY 2002
GC
R3W R2W
S25| S30
336 ' 831
T1N
SECTTON CORNER

with temporary ties to Stone as follows.

NNW 60.90' to nail and shiner NE side corner fence post
NNE 42.90' to nail and shiner top of wood retaining wall
NW 95.50' to nail and shiner SW side fence post

SSE 92,A8' to nail and shiner NE side power pole

SSW 95,76' to top NE corner concrete right of way marker
SW 116.55' to top NE corner concrete right of way marker
S 16 ' to centerline Highway 8

North 1/4 Corner Section 31-T1N-R2W

Found Tron Pipe with NDOR Cap 8" deep recorded as over Magnet.
After construction found Tron Pipe and NDOR Cap 6" deep. Tempo-
rary ties are as follows.

3 118.76' to nail and shiner West side power pole

N 56.39' to nail and shiner East side corner fence post

NNW 59,36' to nail and shiner top of fence post (2nd West of
corner fence post)

NW 75,00'" to nail and shiner top of fence post (lth West of
corner fence post)

WNW 100.41' to nail and shiner top of fence post (6th West of
corner fence post)

S 19 ' to centerline Highway 8

NE Corner Section 31-T1N-R2W

Found Aluminum Cap at surface of Asphalt on a 5/8" X 2" Rebar.
Cap and Rebar are over an NDOR Brass Cap 3" deep. Found 1/2" X
18" Rebar 11" deep. Found 7/8" X 13" Rebar 16" deep. Both Caps
are 0.17' South and 0.05' West of 7/8" Rebar, 1/2" Rebar 1is
0.15' South and 0.05' West of 7/8" Rebar. Lowered 7/8" Bar to
24" and set Magnet on top. Lowered 1/2" Rebar and Brass Cap to
24",  TLowered Aluminum Cap to 19", After construction, set 5/8" X
2U" Rebar to grade at surface of Asphalt with Aluminum Cap marked

THAYER COUNTY 2002
GC
T1IN R2W
330, 829
83f4—332
SECTION CORNER

with temporary ties to 7/8" Bar as follows,

NNE 80.10' to nail and shiner West side corner fence post
NE 104.76' to nail and shiner top of fence post

SSW  124,71' to nail and shiner NW side power pole

SSE 100,55' to top NW corner concrete right of way marker
NNW  79.44' to top SE corner concrete right of way manicep

TR T g center Line Highway A



